
Specifications

START TYPE

ENGINE SIZE (cc)

RAM FORCE (US tons)

CYCLE TIME (seconds)

HYDRAULIC TANK CAPACITY (fl. oz.)

MAX LOG LENGTH (in.)

MAX LOG WEIGHT (lb.)

TIRE SIZE (in.)

CYLINDER SIZE (in.)

CYLINDER ROD SIZE (in.)

GEAR PUMP

MAX FLOW CAPACITY (gpm)

CONTROL VALVE

GASOLINE CAPACITY (gal.)

OIL TYPE

OIL CAPACITY (fl. oz.)

LOW OIL SHUT-OFF

EMISSIONS

Champion’s 7-ton log splitter features an integrated log cradle and low profile for easy loading. 
The 80cc engine easily powers through logs up to 19.3 inches in length and 50 lb. in weight. 
The 20-second cycle time and auto-return valve reduce work time, while the skewed wedge 
improves efficiency.

GASOLINE

WRENCH/SOCKET SET

ENGINE OIL (10W-30)

HYDRAULIC OIL

PLIERS

LOG SPLITTER

OIL FUNNEL

OPERATOR’S MANUAL

What You NeedInside the box

7
Operation

Features

Recoil

80

7

20

192.7

19.3

50

10

3 × 17.7

1.2

2 stage

3

Detent (auto-return)

0.4

10W-30

13.5

Yes

EPA/CARB

Horizontal

UPC 896682907207Model 90720 Warranty 2 Years

Compact Horizontal Gas
LOG SPLITTER

*Specifications, descriptions and illustrations are subject to change without notice.

CHAMPION POWER EQUIPMENT, INC.
12039 Smith Ave., Santa Fe Springs, CA 90670, USA

www.championpowerequipment.com – Made In China

PACKAGE (gross)
Weight: 156.5 lb.
Size: 45.3 x 18.9 x 13 in.

PRODUCT (net)
Weight: 143.3 lb.
Size: 53.1 x 23.6 x 18.1 in.

LOW-PROFILE
EASILY load and split heavier logs

ERGONOMIC
Convenient to MOVE and STORE

TOUGH
Splits logs with up to 7 TONS of force


