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“QUICK-DRAW” OVERHEAD GUN/BOW 
RACK 

 (PATENT# D687.247) 
INSTALLATION INSTRUCTIONS 

 
READ ALL INSTRUCTIONS BEFORE USING THE “QUICK-DRAW” OVERHEAD GUN/BOW RACK 

NOTE:  Failure to read instructions before use could result in injury or death. 

Instructions for Installation and Use: 
 

                               
                                FIG. 1 
 
 
 
 
 
 
                
                       
 

CONTENTS: SEE FIG. 1 
 

2- GUN/BOW RACK ASSEMBLIES WITH PRE- 

INSTALLED GUN/BOW CLIPS 

2- ADJUSTABLE TENSION RODS WITH PRE- 

INSTALLED NUT AND LOCK NUT 

**NOTE**THE FLAT WASHER IS TO BE 

INSTALLED BETWEEN THE JAM NUTS & THE 

GUN RACK BODY 

STEP 1- SEE FIG. 2 
 

PLACE TENSION ROD INTO GUN/BOW 

RACK ASSEMBLY.  
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    FIG. 3 
 
                                           

               
                            FIG. 4 
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PLEASE READ AND FOLLOW ALL INSTRUCTIONS & WARNINGS INCLUDED WITH THIS 

PRODUCT. 
For more information about this or other products, contact us at: 

Great Day, Inc. 
                  604 Kimbrough Dr. * Tallulah, LA 71282 * (866) 649-1918 * www.greatdayinc.com 

STEP 3- SEE FIG. 4 
TIGHTEN NUTS ON TENSION RODS WITH 

FINGERS UNTIL SNUG.  

FIG. 4A 
TIGHTEN NUT AND LOCK NUT SECURELY 

WITH WRENCH.  

**NOTE** 
MAKE SURE GUN/BOW RACK IS COMPLETELY 

SECURE BETWEEN ROLL BARS BEFORE 

PLACING WEAPON INTO RACK.  

STEP 2- SEE FIG. 3 
 

SELECT DESIRED LOCATION FOR 

PRODUCT PLACEMENT ON ROLL BARS 

OF UTV AND ADJUST TENSION ROD 

OUT TO FIT BETWEEN ROLL BARS.  

 

STEP 4- 
 

LOOSEN VELCRO STRAPS ON GUN/BOW CLIPS, PLACE WEAPON INTO CLIPS THEN 

SECURE WEAPON INTO CLIPS BY RE-ATTACHING VELCRO STRAPS.  

http://www.greatdayinc.com/


 

 

 
   

  

 ** **  
 
 
 

 NEVER PLACE LOADED GUN(S) / BOW(S) INTO “QUICK DRAW” OVERHEAD GUN / BOW 

RACK. 

 MAKE SURE THE MUZZLE(S) OF THE GUN(S) IS POINTED UP AND AWAY FROM ANY 

VEHICLE OCCUPANTS. 

 NEVER USE THE “QUICK DRAW” OVERHEAD GUN / BOW RACK TO CARRY ANYTHING 

OTHER THAN AN UNLOADED GUN(S) / BOW(S) I.E. KAISER BLADES, SHOVELS, AXES….. 

 MAKE SURE GUN(S) / BOW(S) ARE PROPERLY SECURED INTO GUN / BOW CLIPS WITH 

VELCRO STRAPS BEFORE OPERATING VEHICLE. 

 DO NOT MOUNT THE “QUICK DRAW” OVERHEAD GUN / BOW RACK IN VEHICLE WHERE 

IT WILL INTERFERE IN ANY WAY WITH THE OPERATION OF THE VEHICLE, I.E. 

STEERING, GAS OR BRAKE PEDALS. 

 NEVER TRY TO REMOVE GUN(S) / BOW(S) FROM THE “QUICK DRAW” OVERHEAD GUN / 

BOW RACK WHILE OPERATING VEHICLE OR VEHICLE IS MOVING. 

 NEVER HAVE AMMUNITION READILY AVAILABLE OR ACCESSIBLE TO CHILDREN OR 

OTHER PASSENGERS. 

 NEVER ALLOW CHILDREN TO INSTALL OR REMOVE GUN(S) / BOW(S) FROM “QUICK 

DRAW” OVERHEAD GUN / BOW RACK WITHOUT ADULT SUPERVISION. 

 NEVER USE THE “QUICK DRAW” OVERHEAD GUN / BOW RACK OR FIREARMS IN ANY 

MANNER THAT IS IN VIOLATION OF APPLICABLE STATE OR FEDERAL LAWS. 

 DO NOT MOUNT “QUICK DRAW” OVERHEAD GUN / BOW RACK INTO VEHICLE WHERE IT 

MAY IMPAIR DRIVER’S VISION. 

 DO NOT INSTALL “QUICK DRAW” GUN / BOW RACK IN VEHICLE WHERE IT COULD 

CAUSE AIRBAG INTERFERENCE. 

 MAKE SURE THE MUZZLE(S) OF THE GUN(S) IS POINTED UP AND AWAY FROM ANY 

VEHICLE OCCUPANTS.  

                                           


