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WARRANTY

Buyers Products Co. warrants all truck/trailer hardware manufactured or distributed by it, to be free from defects 

in material and workmanship for a period of one year from date of shipment. Parts must be properly installed and used under normal 

conditions. Any product which has been altered, including modification, misuse, accident or lack of maintenance will not be considered under  

warranty. Normal wear is excluded. The sole responsibility of Buyers Products Co. under this warranty is limited to repairing or replacing any part or 

parts which are returned, prepaid, and are found to be defective by Buyers Products Co. Authorization from Buyers Products Co. must be obtained before 

returning any part. No charges for transportation or labor performed on Buyers’ products will be allowed under this warranty.
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Installation Instructions
6391207 6-Switch Panel6391204 4-Switch Panel

6-Switch Panel Installation
1. Connect the same color wires in the light bar cable to the 
    same color wires in the switch harness.

2. Connect the Red +VDC wires to a fused source rated 
    according to Table 1 , on front.

3. Connect the Black chassis ground wires to a grounded wire 
    or bare chassis connection.

4. Depressing the flash-pattern pulse switch cycle the lights 
    through the various flash paterns as shown in Table 3, 
    on front.

5. Depressing the flash-pattern pulse switch quickly 3 times 
    will reset the flash pattern to #0.

6. Depressing the AUX switch will apply low power to the 
    LEDs and dim the brightness slightly.

4-Switch Panel Installation
1. Connect the wires for the light bar and switch according to 
    Figure 1, below.

2. Connect the Red +VDC wires to a fused source rated 
    according to Table 1, on front.

3. Connect the Black chassis ground wires to a grounded wire 
    or bare chassis connection.

4. Depressing the flash-pattern pulse switch cycle the lights 
    through the various flash paterns as shown in Table 3, 
    on front.

5. Depressing the flash-pattern pulse switch quickly 3 times 
    will reset the flash pattern to #1.

6. Turning the left and right switch on simultaneously will 
activate the center flashing pattern.

7. To activate the warning function flash patterns, activate the 
warning function switch and deactivate BOTH arrow switches.


