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Average break-in period: 1,000 miles

Torsion Hitch USERS GUIDE
This product is protected by Patent # US9505281B1, USD773345S1, USD9868327B1 

* GEN-Y Hitch shall NOT be held responsible for any or all “compatible parts or products” being used or being utilized for towing with or around GEN-Y Hitch.
* GEN-Y Hitch products shall never be altered in any circumstances or for any reason and will void any warranties if done so. 
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SECTION A-A

DETAIL B
SCALE 1 : 5

SCALE:1:10

SIZE DWG.  NO.

A
REV.Material

N/A
DO  NOT  SCALE  DRAWING

DIMENSIONS ARE IN INCHES
TOLERANCES:
ANGULAR: MACH  1.0
TWO PLACE DECIMAL     .03
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THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
GEN-Y HITCH. ANY REPRODUCTION IN 
PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF GEN-Y HITCH IS 
STRICTLY PROHIBITED. 
E-MAIL mike@genyhitch.com
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C:\Users\mike\Google Drive\GEN-Y  PRINTS\PENDING\FW2GN GEN II\

Use 5/8” x 1 1/2” grade 8 bolts & nuts

Torque mounting bolts to: 160 ft. lbs. 

Pin Weight Scale

Secure Pin

Safety chains sold separately GH-70684
*Use of safety chains are recommended with this product.

To install, simply use the same amount of bolts you 
removed to replace the pin box. 

REQUIRED: Minimum of 4 mounting bolts per side.

Max pin weight 

Min pin weight 
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